
TIME162D
2 Channel 7 day timer



    Permanent ON or OFF
Random or Holiday program

Effect of the random program:
The random program causes the timer 
to switch between programmed pairs of 
switches (ON and OFF). The random on 
and off times range between approx.10 
mins. and 120 min.The random time 
always begins with OFF. 

Symbol     flashes when the random program 
is effective. 

  

Random ON

Example:
Random start
19.30 h ON

Example:
Random finish
6.00 h OFF

Random OFF
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Read the text display first of all
In the menu Man, select by pressing 
the    or    key the function 
manual, permanent, random or 
holiday. 
Confirm your selection by pressing the 
        Key.
To cancel a function:
Select the function clear.
Store your selection by pressing      .
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Effect of the holiday program:The holiday program has the effect that the timer does not 
switch on the connected consumer unit between the programmed start and finish (stipulation 
of year, month, day).Start and finish of the program of the program is always midnight on 
the day that is programmed.
Example:25.3.national holiday.
Programming: start 25.3.finish 25.3.
If the holiday program is active, the corresponding channel and holiday symbol    are 
displayed flashing on the automatic menu. 

Common  technical  specifications

Rated voltage: 230V~+6%-10%                              Shortest switching time: 1 minute

Frequency:50-60Hz                                                 Display: LCD display with text line

Own consumption: max. 7.5 VA                             Operating control elements: 4 touch keys and

Contact: zero-potential, gap less than 3mm            1 reset key

Switching power :16A, 250V~, cosφ=1;                 Power reserve: approx. 4 years with display with

o10A, 250V~, cosφ=0.6                                             full controllability(temp. 20 C) by means of an 

Incandescent lamp load:2300 W                           environmentally friendly lithium battery

Halogen lamp load:2300 W                                    Permissible ambient temperature:

o oTiming basic: quartz                                                -10 C…+ 50 C                                                          

oWorking precision:≤±1 sec./day at 20 C                Weight: approx.160 g 

            Cycle program
  Cyclically recurring time functions within the scope of a timer,
 e.g. slow flashing indicator, water treatment,advertisement  lighting. 

Effect of the cycle program:

The clocking and pause times can be set 

separately .The settable times are max.99 

minutes and 59 seconds. The cycle 

program has the effect that between two 

programmed times, day of week start and 

day of week finish, the cycle program is 

active. The cycle program always begins 

with a switch on.

The symbol          flashes when the cycle
program is active.

 

View the cycle times:
Possible in the menu Cycle only！
N.B.: If two cycle times are programmed in which the start 
and finish times overlap, it is always the cycle time that starts 
first that is executed.

Example cycle start:
Monday 7.30 h ON

duration

pause
Example cycle finish:
Friday 16.30 h OFF 

Brightness variations at lighting 
installations may arise in the cycling 
mode .In this case actions to reduce these  
effects have to be taken (for example 
reduction of the load or extension of the 
cycle time).More than five switching 
operations per minute are not admissible
Without additional EMC interference 
measure.
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Select Cycle by pressing the          key .

Store your selection by pressing the       key.

Set cycle start by pressing the keys       .

Store your selection by pressing the       key.

Set cycle duration (Min./sec.)by pressing the keys 

Store your selection by pressing the       key.

Set cycle pause (Min./sec.) by pressing the keys

Store your selection by pressing the       key.

Set cycle finish by pressing the keys 

Store your selection by pressing the       key.
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Individual deletions

Override Permanent ON or OFF
Via the automatic menu Auto only

                                                           
                                           Channel C1

       
                                           Channel C2 

Press the two 
Key for 
approx. 1 s.

Manual  preselection:
Press keys simultaneously  Channel C1 switches 
alternately ON orOFF. Symbol     appears. Manual 
preselection is corrected again by the stored program.

Manual  preselection:
Press keys simultaneously  Channel C2 switches 
alternately ON orOFF. Symbol     appears. Manual 
preselection is corrected again by the stored program.

Press the two 
Key for 
approx. 2 s.

Permanent 
             ON
            OFF

Permanent 
             ON
            OFF

Cancellation of manual preselection/permanent switching: Briefly press the keys shown above.
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PIN-Code

If a PIN code has been activated, the timer
can no longer be activated without a valid 
PIN code after a RESET.

The device must be sent in!
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PIN

The device can be locked against unauthorized 
use with a 4 digit code number.
Select the Manual menu using           . 
Confirm with the       button.

Selection WITH PIN

Select WITH PIN using           . 
Confirm with the       button .Make note of any 
desired 4-digits number.
Select the first digit of your 4 digit code using          . 
 
Confirm the entered digit with      .
Select further digits as described using          .
Confirm each selected digit with the      button.

The device is locked 60 sec. after the last keystroke
and can only be operated after the correct PIN code 
is entered.
Selection WITHOUT PIN
Select WITHOUT PIN using           .
Confirm with the       button.
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Technical Data

AHC 822 0 XXX
230V  +6% -10% 50 Hz

2X16(10)A 250V
min.100mA 24V AC/DC

    Type 1 BSTU
IEC/EN 60730-2-7

Degree of
protection
IIEN 60730
IP 20 EN 60529

44
memory
locations

2300W

AgSnO2 µ

9×7 W
7×11W
7×15W
7×20W
7×23W

1000W

400W(42µF)

2300W

 

AHC 822 1 XXX
120V  +6% -10% 50 Hz
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